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AGATA VIDEO DOOR ENTRY MONITOR HANDSET

White wallmount video door entry monitor 
with audio handset.

White wallmount video monitor with 
audio door entry handset.

MAKE SURE YOU PUT THE 
HANDSET BACK ON ITS CRADLE 
WHEN YOU HAVE FINISHED 
SPEAKING TO THE VISITOR.

 Screen Colour

Screen Brightness

Ring Volume
(High/Medium/Low/Off)

Red LED: lit when 
in OFF mode

Displays image
when called

Extension Call Buttons 
(if applicable)

Rings when called

Concierge or
Auxiliary button 2

Auxiliary button 1

Lock release. Press 
to open door if you 
want to let visitor inWhen the unit rings 

pick up the handset 
to answer the call 

and talk to the visitor Screen activation
(at times when not called)

When visitors call from the door entry panel, the video monitor handset will 
ring and display an image of your visitor. Pick up the handset to talk to them. 
If you want to let them in, press the lock release button. If you do not want to 
let them in then just hang up the handset.

With integral hearing aid induction loop for Equality Act 2010 (DDA) compliance.

Dimensions code: 190mmH x 170mmW x 39mmD



39

RESIDENTS:

Our policy is one of continuous product improvement, we reserve the right to change specifications and prices without notice. All information is given in good faith. No responsibility can be accepted for errors, omissions 

or incorrect assumptions. Picture reproduction of products are within the limitations of both colour and black and white printing and are intended as a guide only. © Copyright 2014 N.A.C.D. Limited. All rights reserved.

CM/PS/TVTEL/01/0114

 Q No. 8455 (Page 2 of 2)

Tel: 01442 211848
Fax: 01442 212776
Email: sales@nacd.co.uk 

NACD Limited,
Unit 8, Heron Business Park, Eastman Way, 
Hemel Hempstead, Hertfordshire, HP2 7FW.

www.telephoneentry.co.uk

39mm
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The AGATA is available with either a colour or b/w screen:
The following information is a general rule and applies to all 
video door entry monitors, all brands.

At night, colour monitors display images from the camera in 
B/W unless the level of illumination is typically above 15 lux; 
below this level, true colour rendering is not possible with 
most cameras.

3.5” LCD colour screens (ie small screens) are generally low 
resolution (320 x 240 pixels) resulting in pixelated images 
with soft edges and a general lack of detail. B/W CRT 
(cathode ray tube) technology screens have better response 
times, resolution, motion blur and contrast performance than 
LCD colour monitors. Do not compare display performance 
of a video door entry colour monitor with that of an iPhone 
which has colour screen display technology of 326 pixels per 
inch compared with the approximately 120 pixels per inch of 
an LCD 3.5” monitor.

NOTE:
A smart and popular solution with security features 
(remember, a video monitor door entry system is a 
convenience door opening system only, it is NOT a security 
system) is to inject the same camera pictures from the 
panels onto the communal TV system so available to all 
flats on Freeview Digital channel(s) in real-time 24/7/365 for 
improved convenience, performance and Equality Act 2010 
compliance. Picture display quality is significantly superior 
in all measurable respects compared with video door entry 
system monitors and will be in colour during the day and, 
unless external illumination >15 lux, in b/w at night.

AGATA VIDEO DOOR ENTRY MONITOR HANDSET

With integral hearing aid induction loop for Equality Act 2010 (DDA) compliance.

Dimensions code: 190mmH x 170mmW x 39mmD

When visitors call from the door entry panel, the video monitor handset will ring 
and display an image of your visitor. Pick up the handset to talk to them. If you 
want to let them in, press the lock release button. If you do not want to let them 
in then just hang up the handset.

White wallmount video door entry monitor 
with audio handset.


